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SPECIFICATION: 
• Top Cover: Made of 1.2/1.5mm Thick Galvanized Steel 
Sheet conform to ASTM A 653-95, Commercial Quality.
• Bottom Frame: Made of 1.5/2.0mm Thick Galvanized 
Steel Sheet conform to ASTM A 653-95, Commercial 
Quality.
• Top Cover and Bottom Frame are insulated with 
Fiberglass. (Note: The below construction is not applicable 
for polyurethane insulation).

• Hardware: Hinge 4½”x4”x3.4mm Thick - 2 Nos., Custom 
made Slam Lock, Hold Open Arm (SRFH.HOA.440)n and 
Lifting Mechanism-for the number of lifting mechanism 
refer to below Table.
• Finish: One Coat of Rust Inhibitive Shop Primer. Sigmacap 
Pricoat 155 RAL # 7035.

ROOF & SMOKE HATCHES
(Access Panels)

12

ABOUT THE PRODUCT 

roof access that meet life safety and building code 
requirements. Roof hatches provide safe & convenient 
access up to roof areas on buildings. These hatches are 
installed for application with high level security.

FEATURES
• Industries highest design pressure
• Stainless steel option for corrosive environments.   

• Hardware options.
• Fire and life safety requirements.

SPECIFICATIONS
• Door, Pilaster and Partition are made up of 1.0mm thick 
Stainless Steel ASTM A 666 TYPE 316 AND 304 with 
Polyurethane Internal Core Insulation.

• Hardware: Custom made 4mm thick Stainless Steel Top 
& Bottom Pivot Hinge and Indicator Bolt Union 8094.

TOILET PARTITION
  STANDARD STEEL DOORS & FRAMES

ABOUT THE PRODUCT 

partitions, from powder coated steel to stainless steel in 
many mounting styles. These steel toilet partitions are 

The elegance of Al Kuhaimi’s toilet partitions complements 
any design scheme, either in new constructions or for 
renovations.

FEATURES
• Design excellence
• Multiple options 
• Code compliance
• Long lasting durability 
• Hardware options
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